
Clear span 'S'

Eaves storage Eaves storage

Room width 'W'

R
oo

m
 h

ei
gh

t v
ar

ie
s 

'H
'

Floor beam 'L'

600
Existing ceiling

TeleBeam system TB5.8 TB6.2 TB7.0 TB7.8 TB8.4
 Maximum clear span 'S' (m) 5.8 6.2 7.0 7.8 8.4
 Maximum room width 'W'
(m) 3.2 3.6 4.2 4.8 5.3

 Floor beam sizes (mm)
'w' x 'h' x 'L'

70 x 150 x 3400
'w' x 'h' x 'L'

70 x 175 x 3800
'w' x 'h' x 'L'

70 x 200 x 4400
'w' x 'h' x 'L'

70 x 225 x 5000
'w' x 'h' x 'L'

70 x 225 x 5500

 Outrigger sizes (mm)
'x' x 'y' x 'l'

60 x 136 x 1900
'x' x 'y' x 'l'

60 x 161x 1900
'x' x 'y' x 'l'

60 x 186 x 2000
'x' x 'y' x 'l'

58 x 210 x 2100
'x' x 'y' x 'l'

55 x 203 x 2150

 Imposed floor loadings are based upon 1.5kN/m² for residential floor loads
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